SEE PAVEMENT DETAIL SHEETS FOR SPECIFIC STREET GEOMETRY
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L] ANCHOR BASE STREET NAME SIGNS TO BE LOCATED AT ALL STREETS.
(SEE NOTES)
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CUL-DE-SAC FULLY PAVED ALL TRANSVERSE JOINTS TO 2T ona —_—
L DEoSAe EXTEND THROUGH CURB
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. WED OR EirSh 6" CLASS A CONCRETE PER INDOT
FILL WITH JOINT SEALER (1" DEPTH
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1 ALL RAMPS SHALL CONFORM TO THE
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PEDESTRIAN FAC!LI'HES IN THE PUBLIC
RIGHT—OF—W;

7"—#53 STONE

4.5"-25MM
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INDISTURBED EARTH OR GRADE
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PROCTOR DENSITY.

COMMERCIAL

CONCRETE OR ASPHALT

MINIMUM REQUIRED APPROACH SECTION FOR PRIVATE DRIVES

BASE

MES!
MESH REINFORCING.

TRAFHAC CONTROL. AND SIGN NOTES

1. THE CONTRACTOR/DEVELOPER SHALL PROVIDE AND INSTALL ALL STREET NAME AND
ROAD SIGNS PER CURRENT INDOT STANDARDS AND CITY OF COLUMBUS GUIDELINES
TRAFFIC CONTROL DEVICES SHALL COMPLY WTH THE CURRENT

IMUTCD

2. MATERIALS SHALL BE FREE OF BURRS, PITS, AND BLEMISHES AND SHALL PRESENT A
SMOOTH CLEAN SURFACE.
3. SIGN BLANKS SHALL MEET INDOT SPECIFICATIONS UNLESS OTHERWSE SPECIFIED.

4. ALL STREET SICNS SHALL HAVE GREEN BACKGROUND WITH WHITE LETTERS/NUMBERS
ON EXTRUDED ALUMINUM BLADES.

5. THE STREET NAME LETTERS TO BE HIGH INTENSITY PRISMATIC: 9" BLADE WITH 6"
INITIAL UPPER—CASE LETTER/NUMBER FOLLOWED BY 4.5° LOWER—CASE LETTERS.

6. STOP SIGNS SHALL BE 30" DIAMOND GRADE OR HIGH INTENSITY PRISMATIC.
7. SIGN BOLTS TO BE PER INDOT STANDARD SPECIFICATIONS. BOLTS ARE TO BE THEFT
PROOF.

8. SPEED LIMIT SIGNS SHALL BE 24" X 30" PRISMATIC HIGH INTENSITY.

9. SIGN POST SHALL BE DRIVEN INTO THE GROUND. NO EXCAVATION SHALL BE DONE
TO PLACE SIGNS.
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JOINT SEALING COMPOUND TO BE SEALTIGHT HI-SPEC (W.R. MEADOWS, INC.) BEFORE THE PLACEMENT OF CONCRETE.
HOT—APPLIED, SINGLE COMPONENT, POLYMERIC JOINT SEALING COMPOUND (ASTM D ‘ <. -
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